

STAINLESS STEEL EQUIPMENT FOR HOSPITALS, SCHOOLS & LABORATORIES 


ONLY JUST RADIILUXE GIVES YOU ALL 
THESE FEATURES IN STAINLESS STEEL 
SINKS AND COUNTERS. 

*/) Patented Anti-Splash, Rim around the entire per¬ 
imeter of the bowl. 

*2) Patented Double Pitched Drainboards gradually 
sloping lengthwise to the bowl and sidewise to 
center of drainboords , ivithout grooves or creases. 

3) Wood or steel frame around the front and ends , 
facilitates fastening to the cabinets. 

4 ) Seamless construction, all joints electrically welded 
and polished. 

5) Radius corners in bowls . . . vertical and hori¬ 
zontal. 

6) Raised edges are die-draun without seams or 
crevices. 

7) U-type structural channels extending the full 
length of drainboards and counter tops for utmost 
rigidity and reinforcement. 

8) Complete and effective sound deadening of the 
entire underside of drainboards, counter tops and 
bowls. 



See index number - 


25b, 
JU 

for Just sink tops, coun¬ 
ter tops and bowls for 
residential use, and for 
list of Just representa¬ 
tives. 






JUST MANUFACTURING COMPANY 

9233 KING AVENUE, FRANKLIN PARK, ILLINOIS 


> 

i> 


2 

o 

N> 

CO 































JUST QUALITY STAINLESS STEEL EQUIPMENT * 


CLASSROOM SINKS 


LEFT HAND LEDGE CLASSROOM SINK 


MODEL 

Size 

O.D. 

Size 

I.D. 



NUMBER 

A 

B 

C 

D 

E 

F 

CRC-2119 

2 r 

1814' 

1614' 

14' 

r 

8V*" 

CRC-2124 

21" 

2314' 

1614' 

19' 

m* 

QYr 

CRC-1927 

19" 

27' 

1414' 

2214' 

nv*" 

w 

CRC-2127 

21" 

27' 

1614' 

2214' 

in*" 

8V*" 


JUST MANUFACTURING COMPANY, 9233 KING AVENUE, FRANKLIN PARK, ILLINOIS 


SCULLERY SINKS 


SPECIFICATIONS 

GALVANIZED: Fabricated of #12 gauge steel, seamless welded 
construction, and entire unit hot-dip galvanized after fabrication. 
Front, bottom and back of compartments formed of one sheet of 
material, with integral 1 Vi" roll rim extending full length at front 
and ends of compartments and drainboards. Compartment ends 
and partitions electrically welded in place. Partitions between 
compartments bordered with tubing for extra reinforcement and 
protection. Drainboards pitched from 2" below top of roll rim 
at ends, to 2H" below rim at compartments. 

Sinks supported on detachable galvanized angle legs with hold¬ 
down clips for bolting sink to floor. 

STAINLESS STEEL: Fabricated of #14 gauge 18-8 stainless 
steel, seamless welded construction. 

Front, bottom and back of compartments formed of one sheet of 
material, with integral lH" roll rim extending full length at front 
and ends of compartments and drainboards. Compartment ends 
and partitions electrically welded in place. Partitions between 
compartments bordered with stainless tubing. Drainboards 
pitched from 2" below top of roll rim at ends, to 2%" below rim 
at compartment. Sinks supported on detachable stainless steel 
angle legs with hold-down clips. All exposed surfaces polished 
to satin finish. 

Sinks available in single, double and triple compartments with 
or without drainboards. 

JUST Line Galvanized and Stainless Steel Scullery Sinks are also 
available with cove corner compartments when specified. 


SPECIFICATIONS 

Fabricated of #18 gauge type 302 stainless steel. Satin finish on 
interior and top of flange. Underside thoroughly sound deadened. 
2" wide partition between compartments of double bowls. 
Order by model number. 

Standard Classroom Sinks are furnished with either stainless 
steel Crumb Cup Strainers or chrome plated brass flat strainers 
(1H* tailpiece) as desired. 

Special sink sizes and special drain and faucet punchings avail¬ 
able on request. 
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MODEL 

Size O.D. 

Size I.D. 

NUMBER 

A 

B 

C 

D 

CRA-1624 

16" 

2314' 

14' 

m m 

CRA-2124 

21" 

2314' 

19' 

1614" 

CRA-1921 

1814" 

21' 

1614' 

14" 

CRA-1926 

m m 

26' 

1614' 

19" 

CRA-1930 

18V*" 

2914' 

1614' 

22V* " 


RIGHT HAND LEDGE CLASSROOM SINK 


MODEL 

Size 

O.D. 

Size 

I.D. 



NUMBER 

A 

B 

C 

D 

E 

F 

CRB-2119 

21" 

1814' 

16 1 /*" 

14' 

7" 

8V*" 

CRB-2124 

21" 

2314' 

16V*" 

19' 

9V*" 

8V*" 

CRB-1927 

19" 

27' 

14V*" 

2214' 

11V*" 

7V*" 

CRB-2127 

21" 

27' 

16V*" 

2214' 

11V*' 

8V*" 


















































































JUST 

quality stainless steel equipment 


MODEL C-21399 SPECIFICATIONS 

Fabricated of #18 gauge type 302 stainless steel, fully welded 
construction, with formed flanges for close fitting, semi-recessed 
installation. 

All interior corners of body and receptor coved for easy cleaning. 
Exposed surfaces polished to #4 satin finish. Furnished with push 
button, self closing bubbler, mounted on ledge, either left or 
right, above spill line of receptor. Also with chrome plated brass 
drain with open flat strainer and 1H" tailpiece connection. Glass 
filler optional. 

Order by model number. Detail drawings will be sent upon 
request. 

Fully recessed and wall hung models also available. 
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JUST MANUFACTURING COMPANY, 


MODEL C- 

9233 KING AVENUE, 


FRANKLIN PARK, ILLINOIS 


LAVATORY 


DRINKING FOUNTAIN 


SACRARIUM SINKS 


SPECIFICATIONS 

Top fabricated of #16 gauge type 302 stainless steel, fully welded construction, 
with integrally formed backsplash. 

Bowls and cover fabricated of #18 gauge type 302 stainless steel, with bowls 
seamless electrically welded to top in a manner to provide anti-splash rim 
around entire perimeter. Covers supplied with lock. One bowl furnished with 
JUST LINE #15-1 'A" C.P. Brass drain with rubber stopper and tailpiece, 
other bowl furnished with our #15 FS-1 'A” C.P. Brass drain with open flat 
strainer and tailpiece. 

All exterior exposed surfaces hand polished to #4 satin finish. 


MODEL 

C-19014 
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II—14“ Bowl—I 
I—I5J4" Covers 
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MODEL B-21429 SPECIFICATIONS 

Fabricated of #18 gauge type 302 stainless steel, fully welded construction, with 
integral formed backsplash. Bowl seamless electrically welded in place so as to 
provide anti-splash rim around entire perimeter. Die-formed depressed soap dish. 
Includes hanger clip and gussets for wall mounting. All exposed surfaces polished 
to #4 satin finish. 

Order by model number. Detail drawings will be sent upon request. 

Also available in one piece batteries of two or more bowls. (See insert 
photograph.) 

































































































































CABINETS FOR HOSPITAL AND 
LABORATORY INSTALLATIONS 



JUST MANUFACTURING COMPANY, 9233 


The New Just Line stainless steel cabinets conform to the highest 
standards of construction and the durability of type 302 18-8 
stainless steel combine to assure installations suitable for lifetime 
service. 

SPECIFICATIONS 

WALL CABINETS shall be of flush type construction. Sizes 
range from 15" through 48" in length, from 24" through 48" in 
height, and 1294" in depth. Material shall be not less than 18 
gauge stainless steel. Front face of cabinet shall be seamless 
welded, polished appearance. 

BASE CABINETS shall be of flush type construction. Sizes 
range from 15" through 48" in length, 30standard height (36" 
overall with sub base and top) and 24 H" in depth. Material 
shall be not less than 18 gauge stainless steel. Front face of 
cabinet shall be seamless welded, polished appearance. 

FINISH—All exposed exterior surfaces shall be polished to #4 
satin finish. 

All interior surfaces, including interiors of glazed door units and 
open shelving units shall be #2B finish, cleaned but not polished. 
ACCESSORIES AND SPECIAL UNITS—The Just Line of 
stainless cabinets includes accessories and special features such as 
slope tops, sub bases, sliding shelves, special drawers, narcotic 
lockers, ice and plaster bins, recessed cabinets, open shelving, 
and many items not illustrated here. 

A brochure and specifications will be mailed on request. 


MODEL C-15178 SPECIFICATIONS 

Table and basins fabricated of #16 gauge type 302 stainless steel, 
seamless welded construction, with interior radius corners for 
easy cleaning. 

Rack consists of O.D. stainless tubular rods seated in stain¬ 
less bar supports, allowing complete drainage of fluids from work 
level. Entire rack disassembles for complete cleansing after use. 
Table supported on 134" I.P.S. painted pipe legs. Legs, supply 
and drain connections concealed by stainless steel base enclosures 
fitted with access panels. Interior of base enclosures and under¬ 
side of basins thoroughly sound deadened. 



MODEL C-13867 SPECIFICATIONS 

Table and Basins fabricated of #16 gauge type 302 stainless 
steel, seamless welded construction. 

Table pitched to center drain with removable perforated stainless 
steel grating. Furnished with sliding instrument tray with cork 
cutting board, removable specimen basin, sliding tray for speci¬ 
men bottle, adjustable head clamp (optional). 

Table mounted on 1 5 /s" O.D. stainless tubular leg frame. 
Exposed surfaces polished to #4 finish. 


KING AVENUE, FRANKLIN PARK, ILLINOIS 
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